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使用手册

产品网页

ALE

自动送锡焊台控制主机
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本手册适用于以下型号的控制主机：

含锡丝穿孔：

不含锡丝穿孔：

注意：为了确保正确操作，所用锡丝的直径必须与所购 ALE 型号的直径相匹配。

适用于锡丝 ø 0.8 mm

ALE-208UVHB (230 V)

适用于锡丝 ø 1.5 mm

ALE-215UVHB (230 V)

适用于锡丝 ø 1.0 mm

ALE-210UVHB (230 V)

适用于锡丝 ø 1.6 mm

ALE-216UVHB (230 V)

适用于锡丝 ø 1.2 mm

ALE-212UVHB (230 V)

适用于锡丝 ø 0.38 - 0.4 mm

ALE-204UHB (230 V)

适用于锡丝 ø 0.70 - 0.78 mm

ALE-207UHB (230 V)

适用于锡丝 ø 1.14 - 1.27 mm

ALE-212UHB (230 V)

适用于锡丝 ø 1.80 mm

ALE-218UHB (230 V)

适用于锡丝 ø 0.45 - 0.56 mm

ALE-205UHB (230 V)

适用于锡丝 ø 0.80 - 0.82 mm

ALE-208UHB (230 V)

适用于锡丝 ø 1.50 - 1.57 mm

ALE-215UHB (230 V)

适用于锡丝 ø 0.60 - 0.64 mm

ALE-206UHB (230 V)

适用于锡丝 ø 0.90 - 1.10 mm

ALE-210UHB (230 V)

适用于锡丝 ø 1.60 - 1.63 mm

ALE-216UHB (230 V)

* 可在 JBC 官网订购。所有其他 
型号可根据要求提供。
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40 mm

50 mm

60 mm

80 mm

100 mm

130 mm 130 mm

para manuales - negro plano200 mm

300 mm

内六角扳手 ø 2.5 ............1 件内六角扳手 ø 1.5 ............1 件

电源线  ............................. 1 件
料号 0024080 (230V)

手册 ................................. 1 件
料号 0033469

自动送锡焊台控制主机 .... 1 件

扳手 ................................1 件

SF/AL 专用扳手套组 *  ..... 1 件
料号 0019341

包括：

* 已组装在 ALE 控制主机中

包装清单
所有型号中均包含以下物品：
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适用于锡丝 ø 0.8 mm/ø 0.032 in

- 料号 GALE08V-B

适用于锡丝 ø 1.0 mm/ø 0.040 in 

- 料号 GALE10V-B

适用于锡丝 ø 1.2 mm/ø 0.047 in 

- 料号 GALE12V-B

适用于锡丝 ø 1.6 mm/ø 0.063 in 

- 料号 GALE16V-B

已组装在控制
主机中的组件

适用于锡丝 ø 0.38 - 0.4 mm/ø 0.015 - 0.016 in

- 料号 GALE04D-B 

适用于锡丝 ø 0.46 - 0.56 mm/ø 0.018 - 0.022 in

- 料号 GALE05D-B

适用于锡丝 ø 0.80 - 0.82 mm/ø 0.032 - 0.033 in

- 料号 GALE08D-B 

适用于锡丝 ø 0.90 - 1.10 mm/ø 0.036 - 0.044 in

- 料号 GALE10D-B 

已组装在控制
主机中的组件

不含锡丝穿孔：含锡丝穿孔：

根据所购的型号，包装中包含以下物品之一：

锡丝导管套件  ..............................................................................................................................  1 件

注意：为了确保正确操作，所用锡丝的直径必须与所购导管套件的直径相匹配。

如需其他直径对应的导管套组，请访问： 
https://www.jbcsoldering.cn/solder-wire-guide-kit-for-ale250

包装清单
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40 mm

50 mm

60 mm

80 mm

100 mm

130 mm 130 mm

para manuales - negro plano200 mm

300 mm

电源插口和 
主保险丝

接地 
保险丝

RJ12
接口，用于连接 FAE
和自动控制系统

USB-B 接口

USB-A
接口

进锡口

功能与连接口

ALE250 
自动送锡焊接手柄 *

ALE
自动送锡焊台控制主机

主开关

显示屏

锡丝卷座筒座

下
方等电位接口

踏板接口

ALES
ALE250 

自动送锡焊接手柄 
专用支架 *

内六角扳手和
扳手存放处

外围设备接口

* 未随附

ALE250 
专用锡丝 
导管套件

适用于多种不同
直径的锡丝， 

见第 11 和 12 页



325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Language

Sta�on se�ngs

Tool se�ngs

Counters

Reset

Exit

Feeder se�ngs

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Forward

Backward

Place the �n on the gears
and press:

Press ok to exit

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Program

Con�nuous

Discon�nuous

Mode

Back
0.5 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discon�nuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

20.0mm/s

1.00mm

Off

5.0mm

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

20.0mm/s

1.00mm

Off

5.0mm

Speed

Tin reload process

Wire diameter

Backward
Back

Mode Con�nuous

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

1.00mm

Off

2.0mm

Edit program

Programs loaded

Set default programs

Tin reload process

Wire diameter

Backward
Back

Mode Program 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Language

Tool se�ngs

Counters

Reset

Exit

Feeder se�ngs

Sta�on se�ngs 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Sta�on reset

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hiberna�on delay

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

20.0mm/s

1.00mm

12.0mm

Off

5.0mm

Speed

Tin reload process

Length

Wire diameter

Backward
Back

Mode Discon�nuous

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Upda�ng
Your sta�ons is being updated

No

Do you want to update firmware?

Yes

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Language

Sta�on se�ngs

Tool se�ngs

Counters

Reset

Exit

Feeder se�ngs

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Forward

Backward

Place the �n on the gears
and press:

Press ok to exit

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Program

Con�nuous

Discon�nuous

Mode

Back
0.5 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discon�nuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

20.0mm/s

1.00mm

Off

5.0mm

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

20.0mm/s

1.00mm

Off

5.0mm

Speed

Tin reload process

Wire diameter

Backward
Back

Mode Con�nuous

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

1.00mm

Off

2.0mm

Edit program

Programs loaded

Set default programs

Tin reload process

Wire diameter

Backward
Back

Mode Program 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Language

Tool se�ngs

Counters

Reset

Exit

Feeder se�ngs

Sta�on se�ngs 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Sta�on reset

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hiberna�on delay

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

20.0mm/s

1.00mm

12.0mm

Off

5.0mm

Speed

Tin reload process

Length

Wire diameter

Backward
Back

Mode Discon�nuous

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Upda�ng
Your sta�ons is being updated

No

Do you want to update firmware?

Yes

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

1

3

2

组装工具
按照以下步骤将工具连接到控制主机：

拧松固定螺丝，插入并推动导向口，直至无法再移动 (1)，并再次拧紧固定螺丝 (2)。然后插入工具接口 (3)。

一直插入到无法再移动为止

螺丝

ALE250

ALE250

ALE250

ALE250

ALE250

ALE250

ALE250

ALE250

ALE250

1

2

3

4

2

1

4

3

6

标记

组装烙铁头

ALE250
自动送锡焊接手柄

烙铁头固定螺丝 导向口

拧松导管固定螺丝 (1) 并插入导管套组。

调整导管长度 (2)。在焊嘴和出锡口 (3) 之间留下 5 至 7 mm（0.19 至 0.27 in）的空隙。调整好位置后，
拧紧导管固定螺丝 (1)。

为了便于操作，可使用夹子 (4) 将导管连接到工具线缆。

组装导管套组

5-7 mm 
0.19-0.27 in

导管固定螺丝

导管套组

  为了安全地组装烙铁头，请在按照以下指南操作之前，确保工具已断开电源且任何安装的烙铁头
均已冷却。

拧松烙铁头固定螺丝 (1)，将新烙铁头插入至标记 (2) 处。

重要注意事项：请务必完全插入烙铁头，以确保连接良好。使用标记作为参考 (3)。

调整烙铁头焊嘴方向 (4) 并拧紧烙铁头固定螺丝 (1)。

夹子



325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Language

Sta�on se�ngs

Tool se�ngs

Counters

Reset

Exit

Feeder se�ngs

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Forward

Backward

Place the �n on the gears
and press:

Press ok to exit

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Program

Con�nuous

Discon�nuous

Mode

Back
0.5 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discon�nuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

20.0mm/s

1.00mm

Off

5.0mm

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

20.0mm/s

1.00mm

Off

5.0mm

Speed

Tin reload process

Wire diameter

Backward
Back

Mode Con�nuous

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

1.00mm

Off

2.0mm

Edit program

Programs loaded

Set default programs

Tin reload process

Wire diameter

Backward
Back

Mode Program 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Language

Tool se�ngs

Counters

Reset

Exit

Feeder se�ngs

Sta�on se�ngs 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Sta�on reset

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hiberna�on delay

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

20.0mm/s

1.00mm

12.0mm

Off

5.0mm

Speed

Tin reload process

Length

Wire diameter

Backward
Back

Mode Discon�nuous

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Upda�ng
Your sta�ons is being updated

No

Do you want to update firmware?

Yes

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Language

Sta�on se�ngs

Tool se�ngs

Counters

Reset

Exit

Feeder se�ngs

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Forward

Backward

Place the �n on the gears
and press:

Press ok to exit

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Program

Con�nuous

Discon�nuous

Mode

Back
0.5 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discon�nuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

20.0mm/s

1.00mm

Off

5.0mm

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

20.0mm/s

1.00mm

Off

5.0mm

Speed

Tin reload process

Wire diameter

Backward
Back

Mode Con�nuous

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

1.00mm

Off

2.0mm

Edit program

Programs loaded

Set default programs

Tin reload process

Wire diameter

Backward
Back

Mode Program 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Language

Tool se�ngs

Counters

Reset

Exit

Feeder se�ngs

Sta�on se�ngs 325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Sta�on reset

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hiberna�on delay

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Feeder parameters lock

20.0mm/s

1.00mm

12.0mm

Off

5.0mm

Speed

Tin reload process

Length

Wire diameter

Backward
Back

Mode Discon�nuous

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

Tin reload process

Mode Con�nuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Upda�ng
Your sta�ons is being updated

No

Do you want to update firmware?

Yes

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

1

3

2

组装工具
按照以下步骤将工具连接到控制主机：

拧松固定螺丝，插入并推动导向口，直至无法再移动 (1)，并再次拧紧固定螺丝 (2)。然后插入工具接口 (3)。

一直插入到无法再移动为止

螺丝

1

3

2

7

40 mm

50 mm

60 mm

80 mm

100 mm

130 mm 130 mm

para manuales - negro plano200 mm

300 mm

组装锡丝卷

拧松锡丝卷锁紧螺丝 (1) 并从轴上卸下锡丝卷锁紧装置 (2)。 

将锡丝卷安装到轴 (3) 上。

锡丝卷锁紧装置

锡丝导线器

锡丝

轴

锡丝卷

锡丝卷锁紧螺丝
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EARTH FUSE F1.25 A

USE ONLY W
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EARTH FUSE F1.25 A

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

4

3

1
4

2

3

5

5

8

安装锡丝卷时应从上方俯视，确保锡丝从送锡装置一侧 (4) 展开。然后将锡丝穿过导线器 (5)。

将轴的平坦面 (2) 与锡丝卷锁紧装置的内部平坦面 (3)（带有螺丝的一面）对齐，然后将其重新组装到
轴 (4) 上。

注意：为了防止锡丝卷自行旋转或难以旋转，请轻轻按下锡丝卷锁紧装置，按压力度不能过大，确
保锡丝卷可以自由旋转即可，然后再拧紧锡丝卷锁紧螺丝 (5)。

锡丝 锡丝展开方向锡丝导线器

锡丝卷锁紧装置俯视图

平坦面 
（锡丝卷 

锁紧装置）

组装锡丝卷锁紧
装置时，其锥形
端 (1)必须朝下。

锡丝卷 
锁紧装置 锥形端

锡丝卷 
锁紧 
螺丝

轴的 
平坦面

锡丝卷锁紧 
装置的平坦面

组装锡丝卷锁紧装置



Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

1

2

4 3

进锡口

锡丝导线器
装载锡丝
将锡丝穿过锡丝导线器，然后将锡丝引入进锡
口 (1)，直至其到达导向轮 (2)。

确保锡丝通过中间导口 (3) 进入导管 (4)。

导管

导向轮

中间
导口

按下  以进入主菜单，然后选择“Feeder settings”（送锡设置）(1)，再选择“Wire diameter”
（锡丝直径）(2)，并将值调整为当前的锡丝直径。

选择“Tin reload process”（锡丝重新装载
流程），然后使用  送入锡丝，直至锡丝从
出锡口出来。

如有需要，可小心地推送锡丝，直到锡丝被锁
紧在旋转轮之间，并开始向前移动。按住  
不动一段时间后，送锡速度将会加快。

主菜单屏幕

锡丝

9

40 mm

50 mm

60 mm

80 mm

100 mm

130 mm 130 mm

para manuales - negro plano200 mm

300 mm



2

1 拖拽按钮

出锡口

通过按压两个拖拽按钮(1) 之一，向前移动锡线，直到锡丝从出锡口(2) 出来。

两个拖拽按钮，操作更方便

根据元器件布局或应用角度，可能需要在不同的位置工作。工具两侧各有一个按钮，这样的设计提升
了操作的灵活性，使用户能够更轻松地接触到难以触及的焊点，同时用户的舒适度也不会受到影响。

送入锡丝

此外，也可以使用P4�5 踏板送入锡丝。 踏板
应插接在送锡控制主机背面的踏板接口上。

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

EA
RTH

 FU
SE F1.25 A

U
SE O

N
LY W

ITH
 A

 250 V FU
SE

EA
RTH

 FU
SE F1.25 A

进锡口

锡丝导线器

卸载锡丝
含锡丝穿孔

要卸下已穿过导管的穿孔锡丝，请在锡丝导线器和进锡口 (1) 之间切断锡丝。

要将锡丝从导管中取出，请用手抓住工具并按住 ，直至锡丝停止向前移动。

用钳子夹住从出锡口出来的锡丝，然后用力拉，直到完全拔出。

不含锡丝穿孔

使用不含锡丝穿孔的套件时，请按住 ，直到锡丝完全缠绕好，以便卸下锡丝。收回锡丝时，
最好用手转动锡丝卷，以便使锡丝整齐地缠绕在锡丝卷上。

如有需要， 也可以按照前文所述适用于含锡丝穿孔的卸载步骤操作。

锡丝
锡丝缠绕方向

10



EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

EA
RTH

 FU
SE F1.25 A

U
SE O
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 A

 250 V FU
SE

EA
RTH

 FU
SE F1.25 A

进锡口

锡丝导线器

卸载锡丝
含锡丝穿孔

要卸下已穿过导管的穿孔锡丝，请在锡丝导线器和进锡口 (1) 之间切断锡丝。

要将锡丝从导管中取出，请用手抓住工具并按住 ，直至锡丝停止向前移动。

用钳子夹住从出锡口出来的锡丝，然后用力拉，直到完全拔出。

不含锡丝穿孔

使用不含锡丝穿孔的套件时，请按住 ，直到锡丝完全缠绕好，以便卸下锡丝。收回锡丝时，
最好用手转动锡丝卷，以便使锡丝整齐地缠绕在锡丝卷上。

如有需要， 也可以按照前文所述适用于含锡丝穿孔的卸载步骤操作。

锡丝
锡丝缠绕方向

11
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EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

SFR-B

GSFR

TRA

CLR

EXTRACCIÓN 
22220

EXTRACCIÓN 
26842
26843

EXTRACCIÓN 
26846
26847
26848

EXTRACCIÓN 
26844

VERMELL

NEGREGROC

VERMELL

BLAU

VERMELL

BLAU

BLAU

VERD

VERMELL

BLAU

VERD

VERMELL

NEGREGROC

VERMELL

BLAU BLAU

VERD

6

2

3

4

5

1

9

10

12

拆卸导管套件
进行此操作时，请断开设备与电源的连接。卸下导管内的所有锡丝，断开工具与控制主机的连接并打
开其外壳。

在尝试拆卸任何组件之前，请务必先拧松相应的固定螺丝。执行此操作时，请使用焊台随附的内六角
扳手和扳手。

首先拆卸导管套组 (1)、导向轮 (4)、轮片和轮片固定夹 (5) 以及中间导口和进锡口 (2) + (3)。注意：在
不含锡丝穿孔 (10) 的设备上，导向轮组件 *3 与含锡丝穿孔的设备上略有不同。

最后，拆卸计数轮 (6)，方法是将内六角扳手从正面开口 (9) 插入来松开其固定螺丝。

导管
套组

*1 导向轮上有直径标记。

进锡口

中间导口 *2

轮片轮片固定夹

导向轮 *1

计数轮

*2 中间导口拆卸

支撑轮 *3 牵引轮 *3

*3 不含锡丝穿孔的设备的
导向轮组件。



EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

SFR-B

GSFR

TRA

CLR

EXTRACCIÓN 
22220

EXTRACCIÓN 
26842
26843

EXTRACCIÓN 
26846
26847
26848

EXTRACCIÓN 
26844

VERMELL

NEGREGROC

VERMELL

BLAU

VERMELL

BLAU

BLAU

VERD

VERMELL

BLAU

VERD

VERMELL

NEGREGROC

VERMELL

BLAU BLAU

VERD

2
3

1

1

4

3

5

6
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40 mm

50 mm

60 mm

80 mm

100 mm

130 mm 130 mm

para manuales - negro plano200 mm

300 mm

组装进锡口 (5)。

组 装 导 向 轮 (6)， 然 后 拧 紧
螺丝。

先组装轮片 (7)，然后将轮片
固定夹 (8) 安装到同一轴上，
再拧紧螺丝。
注意：小心操作轮片以避免
受伤。

最后插入导管套组 (9)。

计数轮

轴， 
平坦面

从此处 
插入内六角扳手

先组装计数轮 (1)。确保固定螺丝的螺纹起始点与轴的平坦面 (2) 对齐。
否则，固定螺丝将会突出，这可能会导致送锡困难。

从正面开口插入内六角扳手可以更方便地拧紧螺丝 (3)。

然后插入中间导口 (4)，直到其凸缘紧贴外壳，再拧紧螺丝。

进锡口

中间
导口 *2

计数轮

导管
套组

导向轮 *1

轮片轮片固定夹

*1 导向轮上有直径标记。

*2 组装中间导口

组装导管套件 - 含锡丝穿孔：



EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

SFR-B

GSFR

TRA

CLR

EXTRACCIÓN 
22220

EXTRACCIÓN 
26842
26843

EXTRACCIÓN 
26846
26847
26848

EXTRACCIÓN 
26844

VERMELL

NEGREGROC

VERMELL

BLAU

VERMELL

BLAU

BLAU

VERD

VERMELL

BLAU

VERD

VERMELL

NEGREGROC

VERMELL

BLAU BLAU

VERD

2

3

4

5

1

6
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先按照上一页所示的相同方式组装计数轮 (1)（见上一页的 (1)、(2) 和 (3)）。

然后插入中间导口 (2)，直到其凸缘紧贴外壳，再拧紧螺丝。

组装进锡口 (3)。

将支撑轮 *(4) 和牵引轮 (5) 组装在相应的轴上，然后拧紧相应的螺丝。

最后插入导管套组 (6)，并拧紧螺丝。

支撑轮 *1

牵引轮

中间 
导口 *2 

进锡口

计数轮

导管
套组

*1 支撑轮上有直径标记。

*2 组装中间导口

组装导管套件 - 不含锡丝穿孔：
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ALE250

ALE250

ALE250
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ALE250

ALE250
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ALE250
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4
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将新烙铁头插入自动送锡手柄(4)。
重要注意事项：插入烙铁头时，请务必插入至
标记处，以确保正确连接(5)。

2. 取下1. 解锁

拧松烙铁头固定螺丝(1)，以松开烙铁头(2) 。 将烙铁头插入烙铁头更换座中，并向外拉动
工具，以取下烙铁头(3)。

3. 插入

更换烙铁头

为了安全地更换烙铁头，请在按照以下指南操作之前，拔下工具插头或关闭焊台，并等待
设备冷却。

标记

4. 调整

可使用上部的滑片(7) 进行精准调整，使烙铁头
与出锡口对齐(6)。插入烙铁头时，请确保将滑
片固定在中间，以便为向两侧的移动留出空间。

5. 紧固

最后，拧紧烙铁头固定螺丝，将烙铁头固定
到位。

滑片



拧下出锡口。如果出锡口卡在导向口上，可将其浸泡在酒精中，以便进行拆卸。

更换出锡口并将其拧回到导向口上。

AP250

AL250

AL250

SF280

SF250

ALE250

AP250

AL250

AL250

SF280

SF250

ALE250

ALE250

ALE250

ALE250

ALE250

ALE250

ALE250

1

16

烙铁头对齐示例

烙铁头应始终与出锡口的出口对齐。左图所示的烙铁头略
有偏离，而右图为正确对齐的烙铁头。在固定烙铁头之前，
请使用顶部的对齐滑片来确保烙铁头位置正确。

更换出锡口

导管固定螺丝

导管套组

出锡口的出口
未对齐 已对齐

助焊剂可能会造成导管套组的出锡口堵塞，如果出锡口出现磨损或堵塞，则需要更换。

注意：每种锡丝直径对应一种出锡口尺寸。出锡口的内径均根据锡丝直径进行调整，能够更精确地
引导锡丝，因此有必要使用出锡口。

要更换出锡口，请按照以下步骤操作：

首先，确保工具已冷却，并卸下导管内可能剩余的任何锡丝（见第11 和12 页）。拔下工具插头。
拧松导管固定螺丝(1)，并将导管套组从工具上拆下，以便于操作。



Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

17

40 mm

50 mm

60 mm

80 mm

100 mm

130 mm 130 mm

para manuales - negro plano200 mm

300 mm

送锡设置模式

控制过程

按下  以进入主菜单，选择“Feeder Settings”（送锡设置），然后选择“Mode”（模式）。请在
“Continuous”（持续），“Discontinuous”（非持续）和“Program”（编程）模式之间进行选择。

根据所选的模式，可供设置的参数会有所不同。

持续模式 编程模式非持续模式

焊台故障排除信息请查询以下产品页面：www.jbcsoldering.cn

故障排除



Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

18

快速访问送锡设置模式

锡丝点锡值可以直接从工作屏幕进行设置。

按下  或  可更改工具温度值。

显示主屏幕时，可以按下  来设置速度和送锡长度值。根据不同的点锡模式，可更改以下参数：

- 持续模式：速度
- 非持续模式：速度和送锡长度
- 编程模式：每个程序存在 3 对送锡参数（送锡长度和速度）。

注意：先在工作屏幕上使用  和  在程序之间切换，选择要修改的程序。

程序编号

编程模式

在 ALE C.U. 中，可以定义最多 5 个送锡程序。选择“Edit Program”（编辑程序）即可访问各个
程序参数。

每个程序应定义 1 至 3 个送锡步骤（送锡长度和速度）。
如果需要的送锡步骤少于 3 个，则将送锡长度和速度设置为“0.0”，相应参数将变为“None”（无）。

控制过程



Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

Tin reload process

Mode Continuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detection

NoneBackward

Back

Tin reload process

Forward

Backward

Place the tin on the gears
and press:

Press ok to exit

Program

Continuous

Discontinuous

Mode

Back
0.5 mm/s25% 75%

Power Continuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discontinuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detection
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Station settings

Counters

Language

Reset

Tool settings

Feeder settings

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Station reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hibernation delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detection

Back

Mode Discontinuous

Mode Continuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detection

Back

325 ºC

24.0 mm/s25% 75%

Power Continuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Updating
Your stations is being updated

No

Do you want to update firmware?

Yes

Language

Feeder settings

Station settings

Tool settings

Counters

Reset

Tin reload process

数据记录

19

40 mm

50 mm

60 mm

80 mm

100 mm

130 mm 130 mm

para manuales - negro plano200 mm

300 mm

语言

菜单屏幕

默认 PIN：0105

控制过程

* 显示部分和总计数器

* 在 mm 和 inch 之间选择

送锡设置

工具设置

焊台设置

锡丝重新装载流程

主菜单



安全注意事项

—  焊台不得用于焊接或返修之外的任何其他用途。使用不当可能引发火灾。

—  电源线必须插入正规插座。使用前必须确保正确接地。拔出电源线时，请握住插头，而不是握住
电线。

—  工作时请勿接触带电部位。

—  工具不使用时应置于支架上，以启动睡眠模式。即使焊台关闭，焊嘴、工具金属部位及支架也可
能仍为高温状态。请小心操作，包括调整支架位置时。

—  焊台开启时务必要有人看管。

—  请勿遮盖散热风扇。发热有可能引燃易燃物品。

—  避免助焊剂接触皮肤或眼睛，以免引起过敏。

—  小心焊接时产生的烟雾。

—  保持工作场地干净整洁。工作时穿戴合适的护目镜和防护手套，以免受伤。

—  务必注意可能引起灼伤的液态废锡。

—  对于八岁以上的儿童以及身体残疾、感官受限、心智不全、或缺乏经验的人士，只要接受了有关
设备使用的充分监督或指导，并了解其危害，就可以使用焊台。儿童不得使用该焊台玩耍。

—  除非有人监督，否则不得由儿童进行维护保养。

  必须遵守安全准则，以防触电、受伤、火灾或爆炸。 

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

EARTH FUSE F1.25 A

USE ONLY WITH A 250 V FUSE

EARTH FUSE F1.25 A

20

-  
接地
保险丝  当主屏幕上出现此警告时，必须立即
更换接地保险丝。

-  按如下步骤更换熔断的保险丝（适用于接地
保险丝和主保险丝）：

1.  拆 下 保 险 丝 盒， 取 出 已 熔 断 的 保 险 丝。
必要时可借助工具将其撬开。

2.  将新保险丝插入保险丝盒，并将其放回到
焊台里。

维护保养

定期清洁

定期清洁

保险丝盒

定期清洁

在进行维护之前，务必要关闭设备并将其与电源断开。等待设备冷却。

-  使用玻璃清洁剂或湿布清洁焊台显示屏。

-  使用湿布清洁外壳及工具。酒精只能用于清洁金属部件。

-  定期检查工具和支架的金属部件是否干净，以便焊台可正确检测到
工具状态。

-  焊嘴存放之前，应保持其表面清洁并上锡，以免氧化。焊嘴表面生锈
及污渍会阻隔焊点导热。

-  定期检查所有连接线和管件。

-  更换任何有缺陷或损坏的部件。只能使用 JBC 原厂零备件。

-  只能由 JBC 授权的技术人员进行维修。

主保险丝（控制主机下方）接地保险丝

Language

Feeder se�ngs

Sta�on se�ngs

Tool se�ngs

Counters

Reset

Tin reload process

Tin reload process

Mode Con�nuous

5.0mm/s

1.00mm

On

On

Speed

Wire diameter

Feeder parameters lock

Wire clogging detec�on

NoneBackward

Back

Tin reload process

Forward

Backward

Place the �n on the gears
and press:

Press ok to exit

Program

Con�nuous

Discon�nuous

Mode

Back
0.5 mm/s25% 75%

Power Con�nuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

Supplied: 0 mm

350 ºC

0.5 10.025% 75%

Power Discon�nuous
50%

19:29

Sel. Temp. 
350ºC

Ø 1.00 mm

350 ºC

mm/s mm
25% 75%

Power
50%

19:29

Sel. Temp. 
350ºC

350 ºC

321

Program #1

Ø 1.00 mm

Feeder parameters lock

None

On

On

Edit program

Programs loaded

Set default programs

Backward
1.00mmWire diameter

Wire clogging detec�on
Back

Mode Program Edit program

Program #1

Length Speed

3

2

1

 mm

1.0 5.0

5.0 5.0

2.0 2.0

 mm/s

Edit program

Length Speed

3

2

1

 mm

None None

None None

2.0 2.5

 mm/s

Program #4

Tin reload process

Sta�on se�ngs

Counters

Language

Reset

Tool se�ngs

Feeder se�ngs

English

Deutsch

Español

Italiano

Français

日本語
한국어

Português

Pусский

Program version 8886732

Maximum temp 400ºC

Off

200ºC

On

ºC

mm

Minimum temp

Sound

PIN

Temp units

Length units

Sta�on reset

Back

Temp adjust 0ºC

Temp level set Off

10min

0min

150ºC

Sleep delay

Peripher.

Sleep temp

Hiberna�on delay

Back

Plug hrs 28

Working hrs

Part Tot

60

00
201

21

2420
18119

22786118

Sleep hrs

Sleep cyc
Fed cyc
Fed mm

Hiber hrs

No tools hrs

Feeder parameters lock

20.0mm/s

None

1.00mm

12.0mm

On

On

Speed

Wire diameter

Length

Backward

Wire clogging detec�on

Back

Mode Discon�nuous

Mode Con�nuous

5.0mm/s

1.00mm

Off

None

Speed

Wire diameter

Feeder parameters lock

Backward
OnWire clogging detec�on

Back

325 ºC

24.0 mm/s25% 75%

Power Con�nuous
50%

Sel. temp. 325ºC

Ø 1.00 mm

Supplied: 12 mm

1.00mm
Upda�ng
Your sta�ons is being updated

No

Do you want to update firmware?

Yes

Language

Feeder se�ngs

Sta�on se�ngs

Tool se�ngs

Counters

Reset

Tin reload process

接地保险丝 F1.25 A

仅适用于 250 V 保险丝

EARTH FUSE F1.25 A



安全注意事项

—  焊台不得用于焊接或返修之外的任何其他用途。使用不当可能引发火灾。

—  电源线必须插入正规插座。使用前必须确保正确接地。拔出电源线时，请握住插头，而不是握住
电线。

—  工作时请勿接触带电部位。

—  工具不使用时应置于支架上，以启动睡眠模式。即使焊台关闭，焊嘴、工具金属部位及支架也可
能仍为高温状态。请小心操作，包括调整支架位置时。

—  焊台开启时务必要有人看管。

—  请勿遮盖散热风扇。发热有可能引燃易燃物品。

—  避免助焊剂接触皮肤或眼睛，以免引起过敏。

—  小心焊接时产生的烟雾。

—  保持工作场地干净整洁。工作时穿戴合适的护目镜和防护手套，以免受伤。

—  务必注意可能引起灼伤的液态废锡。

—  对于八岁以上的儿童以及身体残疾、感官受限、心智不全、或缺乏经验的人士，只要接受了有关
设备使用的充分监督或指导，并了解其危害，就可以使用焊台。儿童不得使用该焊台玩耍。

—  除非有人监督，否则不得由儿童进行维护保养。

  必须遵守安全准则，以防触电、受伤、火灾或爆炸。 

21

40 mm

50 mm

60 mm

80 mm

100 mm

130 mm 130 mm

para manuales - negro plano200 mm

300 mm
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ALE
自动送锡焊台控制主机

含锡丝穿孔

适用于锡丝 ø 0.8mm：
料号 ALE-208UVHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 ø 1.0mm：
料号 ALE-210UVHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 ø 1.2mm：
料号 ALE-212UVHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 Ø 1.5 mm：
料号 ALE-215UVHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 Ø 1.6 mm：
料号 ALE-216UVHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

不含锡丝穿孔

适用于锡丝 Ø 0.38 - 0.4 mm：
料号 ALE-204UHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 Ø 0.45 - 0.56 mm：
料号 ALE-205UHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 Ø 0.60 - 0.64 mm：
料号 ALE-206UHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 Ø 0.70 - 0.78 mm：
料号 ALE-207UHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 Ø 0.80 - 0.82 mm：
料号 ALE-208UHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 ø 0.90 - 1.10 mm：
料号 ALE-210UHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 Ø 1.14 - 1.27 mm：
料号 ALE-212UHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

规格
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适用于锡丝 Ø 1.50 - 1.57 mm：
料号 ALE-215UHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 Ø 1.60 - 1.63 mm：
料号 ALE-216UHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

适用于锡丝 Ø 1.80 mm：
料号 ALE-218UHB - 230V 50/60Hz。输入保险丝：T1A。接地保险丝：F 1.25A。
输出电压：23.5V

- 标称功率：  180 W
- 最大功率（工具）：  150 W
- 可选温度范围：  90 - 450 °C/190 - 840 °F
- 稳定温度范围（无风状态）：  ±1.5ºC/±3ºF（达到并超过 IPC J-STD-001 标准）
- 温度准确度：  ±3%（使用基准烙铁头）
- 温度调整：  ±50ºC/±90ºF（通过焊台菜单设置）
- 连接口：  USB-A 升级和文件导入 / 导出
    USB-B 软件 PC
    RJ12 吸烟仪接口
- 等电位接合：  可选择连接到 EPA
- 焊嘴接地电压 / 电阻：  <2 mV RMS/<2 Ω
   达到并超过以下标准
    ANSI/ESD S20.20-2014/IPC J-STD-001F
- 锡丝直径：  取决于所购料号
- 最大送锡长度：  250 mm/9.84 in（适用于非连续和编程模式）
- 最小送锡长度：  0.5 mm/0.02 in
- 送锡速度范围  0.5 至 50 mm/s/0.02 至 1.97 in/s
- 回退功能速度  0.0 至 5.0 mm/s/0.5 至 0.20 in/s
- 程序数量：  5 个程序
- 程序步骤数：  1 至 3 个步骤（每个程序）
- 控制主机尺寸：  235 x 145 x 150 mm
（长 x 宽 x 高）  9.25 x 5.71 x 5.91 in

- 总净重：  5.81 kg/12.81 lb

- 包装尺寸 / 重量：      368 x 368 x 195 mm/6.72 kg
（长 x 宽 x 高）  14.49 x 14.49 x 7.68 in/14.82 lb

兼容锡丝卷：
- 锡丝卷重量：  高达 2 kg/4.41 lb
- 最大锡丝卷直径：  100 mm/3.94 in
- 最大锡丝卷高度：  100 mm/3.94 in

符合 CE 标准。
ESD 安全标准。

规格
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请勿将本产品直接丢入垃圾桶。
根据欧洲指令 2012/19/EU 的规定，使用寿命已尽的电子设备需在收集后返还至指定的回收机构。

保修说明
JBC 对本设备的保修期为 2 年，保修范围涵盖所有制
造缺陷，包括更换缺陷零件及相关人工费用。
产品损耗或人为损坏不在保修范围内。 
设备需退回至出售设备的经销商处才能享受保修。 

购买后 30日内在以下网址注册，即可获得额外 1年的
JBC保修：
https://www.jbctools.com/productregistration/ 。
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